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Linking Conveyor

This unit is used to link between production machines or board handling units.

H

|

(8)x780x950mm (8)x830x950mm
80mm - (B-50mm)  80mm - (B-50mm)
80mm=-460mm 80mm-=510mm
osmm-asm

Fixed rail to front dimension 180mm 180mm

0.6mm-4.5mm

*Customized is available
Standard lengths (B) : 500, 00,1000, 1500, 2000

Panasonic PLC Program control.

AC motor driven conveyor

start / Stop push button.

Anti-static conveyor belt.

Easy way of belt replacement.

Work and by-pass mode selectable.

Heavy bottom design to prevent shifting.

PCB precise stopping in position.

Smooth and parallel width adjustment.(lead screw)

SMEMA compatible.

Transport height: 930mm £30mm
Transfer direction: Left to right
Operation side: Front of the machine
Fixed rail: Front of the machine
Interface: SMEMA

Conveyer concept: ESD flat belt

Belt speed 1-10m/min adjustable
PCB edge support: 3mm

Components clearance
Power supply:
Power consumption:

Bottom 60 mm or specify
230 VAC/50 Hz/1 Ph
100VA max. or specify
3.0kg/PCB

OPTIONS

Non standard conveyor [ segment lengths.

Elecrical width adjustment.(control by button)

Automatic width adjustment. (set in touchscreen)

Dust cover.(customized length)

Cooling system.(0.5m long 4 fans / 1m long 8 fans or specify)
Other options available on request.

Load bearing:
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Inspection Conveyor

The inspection conveyor is used when frequent visual inspection of PCB's is required in the PCB assembly line.
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CYB460XL(B)
(B)x850x1850mm
80mm - (B-50mm)
80mm-460mm

CYB5I10XXL(B)
(B)x900x1850mm
80mm - (B-50mm)

80mm-510mm
0.6mm-=-4.5mm 0.6mm-4.5mm

180mm 180mm

d rail to front dimension

*Customized is available
Standard lengths (B) : 500, 600,1000, 1500, 2000

STANDARD FEATURES

Panasonic PLC Program control.

AC motor driven conveyor

Overhead lighting.

Start / Stop push button.

Anti-static conveyor belt.

Centre PCB stop position.

Easy way of belt replacement.

Work and by-pass mode selectable.
Heavy bottom design to prevent shifting.
PCB precise stopping in position.
Smooth and parallel width adjustment.(lead screw)
SMEMA compatible.

TECHNICAL SPECIFICATIONS

930mm £30mm
Left to right
Front of the machine

Transport height:
Transfer direction:
Operation side:

Fixed rail: Front of the machine
Interface: SMEMA

Conveyer concept: ESD flat belt

Belt speed 1-10m/min adjustable
PCB edge support: 3mm

Components clearance: Bottorm 60 mm or specify

Power supply: 230 VAC/50 Hz/1Ph
Power consumption: 120VA max.

Load bearing: 3kg/PCB

OPTIONS

Non standard conveyor [ segment lengths.

Elecrical width adjustment.(control by button)

Automatic width adjustment. (set in touchscreen)

Dust cover.(customized length)

Cooling system.(0.5m long 4 fans [ 1m long 8 fans or specify)
Other options available on request.
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High Version Conveyor

This unit is used to link between production machines or board handling units.

L
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Fixed rail to front dimension 180mm

(B)x880x950/2150mm
S
somm-teomm
ssmm-4sm

(B)x930x950/2150mm
80mm - (B-50mm)
80mm-510mm
0.6mm-4.5mm

180mm

*Customized is available

Standard lengths (B) : 500, 600,1000,1500, 2000

STANDARD FEATURES

Panasonic PLC Program control.

Stepper motor driven conveyor

Start / Stop push button.

Anti-static conveyor belt.

Centre PCB stop position.

Easy way of belt replacement.

Work and by-pass mode selectable.

Sturdy structure offers reliable operation in demanding production.
PCB precise stopping in position.

Smooth and parallel width adjustment.(lead screw)
SMEMA compatible.

TECHNICAL SPECIFICATIONS

Transport height:
Transfer direction:
Operation side:

930mm £30mm
Left to right
Front of the machine

Fixed rail: Front of the machine
Interface: SMEMA

Conveyer concept: ESD flat belt

Belt speed: 0.5-20m/min adjustable
PCB edge support: 3mm

Components clearance: Bottom 60 mm or specify
Power supply: 230 VAC/50 Hz/1Ph
Power consumption: 100VA max. or specify
Load bearing: 3.0kg/PCB

Light fixture.

Additional working table.

Non standard conveyor [ segment lengths.

Elecrical width adjustment.(control by button)

Automatic width adjustment. (set in touchscreen)

Dust cover.(customized length)

Cooling system.(0.5m long 4 fans / Im long 8 fans or specify)
Other options available on request.
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Reject Conveyor

The unit installed after AOI for separated NG board for visual inspect and good board will pass through without stopping.

-(—L >
(B)x850x1850 (B)x900x1850
50mm-530mm 50mm-530mm
50mm - 460mm 50mm - 510mm
0.6mm-4.5mm 0.6mm-4.5mm
- o

*Customized is available

STANDARD FEATURES

Panasonic PLC Program control.

Start / Stop push button.

Anti-static conveyor belt.

Centre PCB stop position.

Touchscreen control pannel.

Easy way of belt replacement.

Reject and by-pass mode selectable.

Heavy bottom design to prevent shifting.

PCB precise stopping in position.

Smooth and parallel width adjustment.(lead screw)

SMEMA compatible.

Transport height: 930mm £30mm
Transfer direction: Left to right
Operation side: Front of the machine
Fixed rail: Front of the machine
Interface: SMEMA

Conveyer concept: ESD flat belt

Belt speed 1-10m/min adjustable
PCB edge support: 3mm

Components clearance: Top and Bottom 18 mm or specify
Power supply: 230 VAC/50 Hz/1Ph
Power consumption: 150VA max. or specify
Load bearing: 3kg/PCB

Buffering capacity: 5 PCB or specify.

OPTIONS

Elecrical width adjustment.(control by button)
Automatic width adjustment. (set in touchscreen)
Dust cover.(customized length)

Additionall lift positions for extra buffer capacity
Other options available on request.
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High Version Reject Conveyor

The unit installed after AOI for separated NG board for visual inspect and good board will pass through without stopping.

-
CYCX460XL(B) CYCX510XXL(B)

Machine Dimension (L x W x H) (B)x980x950/2150mm (B)x1030x950/2150mm
80mm -530mm 80mm-530mm
80mm - 460mm 80mm - 510mm

PCB thickness 0.6mm-4.5mm 0.6mm-4.5mm

d rail to front dimension 180mm 180mm

*Customized is available

FEATURES

Panasonic PLC Program control.

Start / Stop push button.

Anti-static conveyor belt.

Centre PCB stop position.

Touchscreen control pannel.

Easy way of belt replacement.

Reject and by-pass mode selectable.

Sturdy structure offers reliable operation in demanding production.
PCB precise stopping in position.

Smooth and parallel width adjustment.(lead screw)

SMEMA compatible.

Transport height: 930mm £30mm
Transfer direction: Left to right

Operation side: Front of the machine
Fixed rail: Front of the machine
Interface: SMEMA

Conveyer concept: ESD flat belt

Belt speed 1-15m/min adjustable
PCB edge support: 3mm

Components clearance: Top and Bottom 18 mm or specify
Power supply: 230 VAC/50 Hz/1Ph
Power consumption: 150VA makx. or specify
Load bearing: 3kg/PCB

Buffering capacity: 5 PCB or specify.

Automatic width adjustment (set in touchscreen)
Light fixture with tower light

Additional lift positions for extra buffer capacity.
Other options available on request.
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Coating Conveyor

This unit is used as a visual inspection station for operators controlling the boards right after a conformal coating line.

L

1000x1290x1200 1000 x 1340 x 1200
50mm-530mm 50mmM-530mm
50mm - 460mm 50mm - 510mm
0.6mm-=-4.5mm 0.6mm-=-4.5mm
z00mm zo0mm

*Customized is available

FEATURES

Modular design, PLC + Touch Screen control

Stability enhanced by heavy design

Smooth and parallel width adjustment (stainless steel screws)
Covers which protect the boards against dust

2-segments with independent flash-off time (programmable)
Automatic/Manual modes with inspection button
Independent variable speed controls for each rail

UV lights to analyze the coating result over the boards
Extractable tray for easy clean-up of coating droplets
Automatic width adjustment by touch screen

Exhaust sensor which forces to use air extraction

SMEMA compatible

TECHNICAL SPECIFICATIONS

Transport height: 930mm =30mm

Transfer direction: Left to right

Operation side: Front of the machine

Fixed rail: Front of the machine

Interface: SMEMA

Conveyer concept: Roller chain

Belt speed: 1-10m/min adjustable

PCB edge support: 3mm

Components clearance: Top 90 mm, Bottom 90 mm or specify
Power supply: 230 VAC/50 Hz[1Ph

Power consumption: 150VA max

Load bearing: Max 5kg/PCB
(OPTIONS
Signal Light

High-clearance on request.

2 segments Conveyor

Automatic width adjustment by touch screen
Exhaust sensor which forces to use air extraction
ESD flat belt of 10mm width instead of roller chain.
Other options available on request.
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Hight Version Coating Conveyor

This unit is used as a visual inspection station for operators controlling the boards right after a conformal coating line.

FEATURES

Modular design, PLC + Touch Screen control

Stability enhanced by heavy design

Beautiful design with aluminum finishings

Smooth and parallel width adjustment (stainless steel screws)
Covers which protect the boards against dust

2-segments with independent flash-off time (programmable)
Automatic/Manual modes with inspection button
Independent variable speed controls for each rail

UV lights to analyze the coating result over the boards
Extractable tray for easy clean-up of coating droplets
Automatic width adjustment by touch screen

Exhaust sensor which forces to use air extraction

SMEMA compatible

Transport height: 930mm £30mm
Transfer direction: Left to right

Operation side: Front of the machine
Fixed rail: Front of the machine
Interface: SMEMA

Conveyer concept: Roller chain

Belt speed: 1-10m/min adjustable
PCB edge support: 3mm

Components clearance: Top 90 mm, Bottom 90 mm or specify
Power supply: 230 VAC/50 Hz/1Ph
Power consumption: 150VA max

Load bearing: Max 5kg/PCB

Signal Light

High-clearance on request.

2 segments Conveyor

Automatic width adjustment by touch screen
Exhaust sensor which forces to use air extraction
ESD flat belt of 10mm width instead of roller chain.
Other options available on request.

Coating Conveyor in a PVA coating line

1000 x 1100 x 1200 1000 x 150 X 1200
50mm-530mm 50mm-530mm
50mm - 460mm 50mm - 510mm
0.6mm-4.5mm 0.6mm-4.5mm
o oo

*Customized is available

MODEL

Coating Conveyor
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Telescopic Gate Conveyor

The unit provides a ‘normal open’ passage in a PCB assembly line. An integrated conveyor segment slides across the opening to
deliver PCB to downstream machine.

STANDARD FEATURES

Panasonic PLC Program control.

Fully enclosed design.

Normal Opened

Electrically driven for smooth extension and retraction.
Automatic width adjustment (set in touchscreen).

SMEMA compatible.

Transport height: 930mm £30mm
Transfer direction: Left to right

Operation side: Front of the machine
Fixed rail: Front of the machine
Interface: SMEMA

Conveyer concept: ESD flat belt

Belt speed 1-10m/min adjustable
PCB edge support: 3mm

Components clearance: Bottom 60 mm or specify
Power supply: 230 VAC/50 Hz/1Ph
Power consumption: 100VA max. or specify
Machine cycle time: +16 seconds
Passageway: 750mm or specify
Load bearing: 3kg/PCB

OPTIONS

Passageway length is customized

Dual layer PCB lane with normal closed operation.(750 mm passage way)
Other options available on request.

|
il

L

L

e N
1500 x 870 x 1300 1500 x 920 x [300
50mm-530mm 50mm-530mm
50mm - 460mm 50mm - 510mm
0.6mm=4.5mm 0.6mm=4.5mm
mm 2mim

*Customized is available
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Manual Lift Gate Conveyor

By manual lifting the conveyor section, access is gained to the rear of the line.

[«

gt] B
rEe

1000 x 950 X 1350 1000 X 1000 X 1350
SA————
som - asomm
p——

Fixed rail to front dimension 245mm 245mm

50mm-530mm
50mm = 510mm

0.6mm-4.5mm

*Customized is available

STANDARD FEATURES

Panasonic PLC Program control.

Locking cylinder to avoid opening during PCB transfer.
Ergonomic counterweight-assisted opening and closing.
Smooth and parallel width adjustment.(lead screw)

SMEMA compatible.

TECHNICAL SPECIFICATIONS

Transport height:
Transfer direction:
Operation side:
Fixed rail:

Interface:
Conveyer concept:
Belt speed

PCB edge support:

Components clearance:

Power supply

Power consumption:
Machine cycle time:
Passageway:

Air supply:

Air consumption:
Load bearing:

930mm £30mm

Left to right

Front of the machine
Front of the machine
SMEMA

ESD flat belt
1-10m/min adjustable
3mm

Top 60 mm, bottom 60 mm
(depends on pitch)
230 VAC/50 Hz/1 Ph
100VA max. or specify
+16 seconds

600mm or specify
4-6 bar

35 Itr Jlift max.
3kg/PCB

OPTIONS

Passageway length is customized

Elecrical width adjustment.(control by button)
Automatic width adjustment. (set in touchscreen)
Other options available on request.
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Single Magazine Loader

The unit loads your production line automatically by pushing PCB’s out of a magazine onto the conveyor of the downstream

machine.

=o
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EL
Machine Dimension WxH)
Fixed rail to front dimension

1150x840x1850mm
50mm-330mm
50mm - 330mm
0.6mm-4.5mm
355x320x563mm
375mm

1350x920x1850mm

50mm-445mm
50mm-330mm
0.6mm-4.5mm
460x400x565mm
375mm

50mm-530mm
50mm-390mm
0.6mm-4.5mm

535x460x570mm

375mm

STANDARD FEATURES

Panasonic PLC Program control.

Magazine Lifter driven by servo motor

Selectable pitch settings.

Flexible platform to suit standard magazines.

Exchange magazine from the rear of the machine.

Regulated pressure on attached pneumatic pusher.

Pusher position adjustable to centre of the magazine.

User friendly “soft touch” LED membrane control panel.

Magazine is manually placed on the platform and clamped in position.
SMEMA compatible.

TECHNICAL SPECIFICATIONS

Transport height:
Transfer direction:
Operation side:

930mm £30mm
Left to right
Front of the machine

Fixed rail: Front of the machine
Interface: SMEMA

Power supply: 230 VAC/50 Hz/1Ph

Power consumption: 750VA max.

Air supply: 4-6 bar

Air consumption: 10 Itr/min max.

PCB loading time: +6 seconds

Pitch distance: 10 to 80mm pitch or specify.

Total number of magazines: * 1 magazine on the lifter

platform.* or specify

OPTIONS

Automatic width adjustment. (set in touchscreen)
Other options available on request.

1500x980x1850mm

1500x1050x1850mm  1700x1050x1850mm

50mm-530mm 50mm-630mm
50mm-460mm 50mm-460mm
0.6mm-4.5mm 0.6mm-4.5mm
535x530x570mm 630x530x569mm
375mm

*Customized is available

3756mm
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Multi Magazine Loader

The unit loads your production line automatically by pushing PCB's out of the magazine onto the conveyor of the downstream
machines.Full magazines are inserted at an ergonomic low level.

STANDARD FEATURES

Panasonic PLC Program control.

Magazine Lifter driven by servo motor

Selectable pitch settings.

Towerlight display for machine status.

Automatic magazine change-over.

Flexible platform to suit standard magazines.
Regulated pressure on attached pneumatic pusher.
Pusher position adjustable to centre of the magazine.
User friendly touchscreen control panel.

Automatic magazine alignment by upper and lower pneumatic clamping.
SMEMA compatible.

TECHNICAL SPECIFICATIONS

Transport height: 930mm £30mm
Transfer direction: Left to right
Operation side: Front of the machine
Fixed rail: Front of the machine
Interface: SMEMA

Power supply: 230 VAC/50 Hz/1Ph
Power consumption: 820VA max.

Air supply: 4-6 bar

Air consumption: 10 Itr/min max.

PCB loading time: +6 seconds
Magazine change-over time: £30 seconds

Pitch distance: 10 to 80mm pitch or specify.

Total number of magazines: 1magazine on lifter platform
1empty magazine on upper ramp
2 fullmagazines on lower ramp
* or specify.

>
fm===]

- D Automatic width adjustrent. (set in touchscreen)
— Enclosed construction improve level of safety.
T - 4 J Other options available on request.
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