
ü Helps reduce liquid & residue adhesion

ü Supports faster, easier wipe-down & cleaning

ü May reduce the frequency & effort of manual cleaning

ü Supports a more consistent stencil condition across print cycles

ü  Can help lower cleaning-material usage & operator touch time

NON-FLUORINATED FOMULA

A stencil treatment formulated 
without fluorinated chemistry.

A SMARTER APPROACH TO SMT STENCIL PROTECTION 

Reduce residue adhesion, simplify maintenance and help cut 
cleaning effort, without specialized deposition equipment.

WHY NANOFLOWX™ STENCIL NANOCOATING?

FAST, SIMPLE APPLICATION

Clean, spray, wipe, repeat & dry. No equipment required. 
Spray application needs just one coat.

LOWER-COST APPROACH

Designed to simplify application while reducing 
cleaning materials & operator touch time.

HYDROPHOBIC PERFORMANCE

Promotes strong liquid beading & easier 
runoff with minimal streaking.

LESS CLEANING, MORE PRODUCTION. 

BEFORE AFTER

PRODUCT SNAPSHOT

Thickness: 2-2.5 μm

Coverage: 9 mÇ/L

Usage: 0.06 mL/inÇ

Application: Spray + wipe / buff

Coats: 2, Spray needs only 1

Dry / Cure: 24-hour air dry

Material: Stainless steel

Sizes: 1 L, 1 gal, 5 gal

CONTACT US TODAY & SEE THE DIFFERENCE ON YOUR STENCIL!

www.nanoflowx.com • info@nanoflowx.com • 323.396.9200 • Made in USA


